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NEMA 3,4 or 12  Housing for
Counters/Timers

N3, N4, N12 HOUSING

Description
The MK series counters and M series timers may be
supplied in the NEMA 3, 4 or 12 enclosure.  The
removable covers have wide neoprene gaskets and
are held by captivated screws which thread into
sealed wells in the enclosure body.  14-gauge
welded seam construction is used for throughout.
Finish is baked blue hammertone over
phosphorized surface.  The lexan window will not
shatter or discolor. The enclosure is available for
MK16, MK18 series counters and M16, M18 series
timers.

Type of Counters:
MK16.10 - 6 digit, no reset
MK18.10 - 8 digit, no reset
MK16.12 - 6 digit, push button reset
MK16.12KS  - 6 digit, key reset

Type of Timers:
Mxx16.10  - 6 digit, no reset
Mxx18.10  - 8 digit, no reset
Mxx16.12  - 6 digit, push button reset
Mxx16.12KS  - 6 digit, key reset

How To Order:
(add suffix to part number of counter/timer)

N-12 - NEMA 12, industrial dust and oil tight
N-3 - NEMA 3, dust tight, rain tight and

sleet & ice resistant - for outdoor use
N-4 - NEMA 4, water dust tight - for indoor

use

Dimensions:

Features
• NEMA 12 - Dust and Oil Tight

• NEMA 3 - Waterproof for Outdoors

• NEMA 4 - Waterproof for Indoors

• 14-Gauge Welded Seam Construction

• For Use with MK16/18 Counters and M16/18
Timers


